
Solar Battery ( 33AH-225AH )

Summary

Product Features

● Capacity range: 33AH-225AH

● Voltage class: 12V

● Long design life (25℃): 10years

● Low self-discharge rate: ≤3% month

● Good high rate discharge performance

● High sealed reaction efficiency: ≥99%

● Wide operation temperature range: -20℃～60℃

● Structure: compact design, shorter intemal connectors between cells,thus low internal reisistance

● Plate: pasted flat type

● Terminal: teo or more types terminal are convenient for selection

● Vent system: gases can be vented through flame arrester / filter

● Separator: using improved AGM separator, makes lower resistance higher assembling pressure to

     increase deep cycle life

● Battery case: made of high strength ABS (UL94-HN) and UL94-VO is optional

● Terminal sealing: double sealing technice (mechanical epoxy glue)

Application

● Photo voltaic / Wine energy

● UPS / EPS140

● Marine / Boat

● Light electric power supply

Compliant Standards

● IEC 60095

● GB / T19638-2005

● Passed ISO9001, ISO14001, OHSAS18001, CE Certificate

GFM-D series is specially designed for frequent cyclic performance. By using strong grids

and specially desigened active material, the GFM-D series battery offers more cyclic life

than standby series. It is suitable for solar energy systems, marine and RV etc.



Main Parameters

ITEMS VOLTAGE CAPACITY(C10) GW TERMINAL

NO. VOLT AH/10HR length width height total height kg type

1 SN-GB-33D 12 33 196 131 155 180 11.5 F3

2 SN-GB-38D 12 38 198 166 170 170 13.1 F3

3 SN-GB-40D 12 40 198 166 170 170 13.8 F3

4 SN-GB-55D 12 55 229 138 210 228 18.0 F4

5 SN-GB-65D 12 65 348 168 178 178 21.3 F4

6 SN-GB-70D 12 70 260 168 209 227 23.5 F4

7 SN-GB-90D 12 90 307 169 208 227 28.5 F4/F8

8 SN-GB-100D 12 100 329 172 214 243 28.8 F4/F8

9 SN-GB-120D 12 120 409 177 207 234 38.7 F9

10 SN-GB-150D 12 150 483 170 240 240 47.5 F4/F10

11 SN-GB-200D 12 200 522 240 218 244 60.6 F5/F11

12 SN-GB-225D 12 225 522 240 218 244 66.5 F5/F11

DIMENSION(mm)
NO.


