
Twin-Core Solar Cable

KEY FEATURE

● Dual wall insulation. Electron beam cross-linked

● Excellent resistance to U.V,oil,greases,oxygen and ozone

● Excellent resistance to abrasion

● Halogen free,flame retardant,low toxicity

● Excellent flexibility and stripping performance

● High current carrying capacity

● TUV approved

Item

Rated Temperature

Max. Conductor Temperature

RAted Rating

Cable Core

Coss - Section Area 2 x 2,5 2 x 4,0 2 x 6,0 2 x 10

Number / Diameter Of Wires 2*50 / 0.25 2*56 / 0.3 2*84 / 0.3 2*228 / 0.3

Thickness Of The Insulation ≥0.5 ≥0.6 ≥0.7 ≥0.8

Thickness Of The Sheath ≥0.5 ≥0.6 ≥0.7 ≥0.8

A Outer Dia./ Round 9.2±0.1 12.0±0.1 13.0±0.1 16.0±0.1

B Single Wire OD./ Flat 5.4±0.1 6.1±0.1 7.2±0.1 9.0±0.1

Conductor Resistance ( 20℃ ) ≦9.45 ≦7.98 ≦3.30 ≦1.91

Voltage Test On Completed Cable

TECHNICAL DATA

-40～+90
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mm2

No./ mm

Colors: black, red

mm 

mm

Wire: class 5,tinned

Insulation material: XLPE

Double insulated

Halogen - free

High resistance against oil,greases,oxygen and ozone

Microbe - resistant

UV resistant

High wear and abrasion resistance 

Flame test according to DIN EN20265-2-1  UL1571(VW-1)

Smallest permissible bending radius: 5 x D

Temperature range: -40～+90 degree




